Double Cushioned Swing
INSTRUCTIONS

Congratulations on purchasing this Curved Cushioned Double Swing.
QUESTIONS REGARDING THIS PRODUCT? Call
our custoer service team, 252-758-0641.
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WARRANTY & RETURNS

INSTALLATION - Install the ceiling hooks in the overhead support. The hooks should be
approximately 54 inches apart. The supports can be ceiling joists, a sturdy limb, or a beam
installed for the swing. Ready made stand are available, please inquire. Once you find a
suitable support, drill a 1/8” starter hole to screw the ceiling hooks into and tighten until the
shank is no longer visible. Do not adjust the chains as they are properly connected and
able to withstand approximately 500 Ibs. of weight. We have replacement chain sets
available for sale, if needed.

The Hammock Source products are guaranteed to be free of defects in both
workmanship and materials for up to one year from the date of purchase.
Prolonged exposure to weather conditions including snow, rain, and humidity are
not covered under the warranty, nor is damage caused by animals, negligence,
normal wear, mildew, or improper care, including storage, maintenance, and
assembly. If you are not satisfied with an item, return it unused in its original
packaging for a complete refund or exchange. You can return it to our store or
to our warehouse, The Hammock Source, 305 Industrial Blvd, Greenville, NC

27834. Note that an original sales receipt must accompany any returned . .
product, along with a Return Authorization Number from The Hammock Source (1) Double Swing (2) Curved (2) Chain and
customer service; call (252) 758-0641. Cushion Oak Arm Ring Assembly
Installation methods not included in these instructions are not recommended.
Inspect wooden beams used for installations prior to assembly and before each (D)| P |j
use.
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Maintenance - Periodically check bolts after assembly and re-tighten when necessary.
To clean the cushion use soap, detergent or a mild bleach solution. Use a soft bristled .
scrub brush to work on any stains. Be sure to rinse the ropes thoroughly after cleaning. (2) Oak Sticks

(Pre-installed)
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HARDWARE PACK
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(10) Lock Nuts  (14) Washers (2) Tree Hooks

T (@i‘I\“\\\\\\\\\\\\\\\\\\\\\\\\\\\\\W\\\\\\\\\)\\\\\) @m UM

Step 1

Repeat all steps on both sides

(C) Long Chain
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